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LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm
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AVERAGE BEAM ANGLE(50%):121.8 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 108.50 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)

η

η

S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX

η

η

50

30

220

3304.84

1

220.1

916.8

100.0

3304.8

DIRECT

9.7

90.3

1.30

1.24

4.8,45.3

4.8,45.0

1.25

1.35

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:

 γ

  10 0- 10

  20 10- 20

  30 20- 30

  40 30- 40

  50 40- 50

  60 50- 60

  70 60- 70

  80 70- 80

  90 80- 90

 100 90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315  zone  total %lum,lamp  γ Φ Φ

DEG LUMINOUS INTENSITY:cd UNIT:lm

904.9 897.9 891.0 889.3 899.5 893.7 891.2 893.2 86.14 86.14 2.61,2.61

868.3 852.7 838.4 842.0 858.1 844.6 838.0 849.1 246.9 333.0 10.1,10.1

809.6 780.8 755.4 770.3 796.6 769.7 754.7 779.7 375.8 708.8 21.4,21.4

732.9 687.4 647.4 679.3 718.4 675.1 646.7 689.4 458.3 1167 35.3,35.3

641.8 578.7 520.4 574.5 627.7 565.9 519.5 584.3 487.4 1655 50.1,50.1

540.0 460.3 378.6 461.0 528.1 448.5 375.6 470.2 463.0 2118 64.1,64.1

432.2 338.7 227.8 345.1 423.6 327.6 224.7 351.3 392.0 2510 75.9,75.9

325.6 224.4 82.53 236.1 318.6 216.5 80.49 240.3 289.7 2799 84.7,84.7

236.5 138.0 1.877 154.9 235.1 137.1 2.672 156.8 186.5 2986 90.3,90.3

175.7 91.59 1.996 106.7 176.9 91.60 2.961 107.5 123.1 3109 94.1,94.1

125.6 58.59 2.807 71.00 127.7 59.53 3.904 67.45 82.39 3191 96.6,96.6

84.57 32.86 3.713 45.29 87.39 37.58 4.853 41.52 51.85 3243 98.1,98.1

52.77 17.81 4.677 27.48 55.80 23.12 5.782 22.59 30.01 3273 99,99

29.88 10.64 5.746 16.33 31.74 14.34 6.690 13.01 16.12 3289 99.5,99.5

15.52 8.100 6.813 10.23 16.96 9.807 7.443 9.074 8.099 3297 99.8,99.8

9.182 7.987 7.707 8.149 10.02 8.371 8.037 8.190 4.287 3302 99.9,99.9

8.413 8.371 8.329 8.287 8.644 8.665 8.609 8.497 2.356 3304 100,100

8.832 8.755 8.700 8.616 8.881 8.762 8.714 8.630 0.8162 3305 100,100

Conical surface Flux(90deg): 1410.7 lm

%lum = 42.7%

%lamp = 42.7%

Conical surface Flux(120deg): 2117.6 lm

%lum = 64.1%

%lamp = 64.1%

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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LUMINANCE LIMITATION CURVES

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

LUMINANCE LIMITATION CURVES

GLARE CLASS ILLUMINANCE (lx)

1.15 A 2000 1000 500 <=300

1.50 B 2000 1000 500 <=300

1.85 C 2000 1000 500 <=300

2.20 D 2000 1000 500 <=300

2.55 E 2000 1000 500 <=300

a b c d e f g h

45

55

65

75

85
G(DEG)

8 1000 2 3 4 5 6 8 10000 2 3 4
1

2

3

4

6
8

a/h

LUMINANCE (cd/(m2))

a b c d e f g h

C0/180 C90/270

LUMINANCE cd/(m2)

G(DEG) C0/180 C90/270

85 10597  1041

80  6249  1584

75  4865  1958

70  4212  2221

65  3837  2395

60  3600  2524

55  3439  2620

50  3328  2699

45  3247  2763

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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WEC AND CCEC

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

 cc

 w

 fc

ρ

ρ

ρ

RCR Wall Exitance Coeffcients(WEC)RCR:Room Cavity Ratio
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.092
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.350
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.148
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 w

 fc

ρ

ρ

ρ

RCR Ceiling Cavity Exitance Coefficients(CCEC)RCR:Room Cavity Ratio
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.168
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.144
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.059
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.039
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.017
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C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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UGR(Unified Glare Rating) Table

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

ceiling/cavity

walls

working plane

Room dimensions Viewed crosswise Viewed endwise

0.7 0.7

0.5 0.5

0.2 0.2

0.7 0.7

0.3 0.3

0.2 0.2

0.5 0.5

0.5 0.5

0.2 0.2

0.5 0.5

0.3 0.3

0.2 0.2

0.3 0.3

0.3 0.3

0.2 0.2

x =  2H y =  2H

3H

4H

6H

8H

    12H

4H 2H

3H

4H

6H

8H

    12H

8H 4H

6H

8H

    12H

    12H 4H

6H

8H

 12.7  11.2 14.1  12.7 13.1  11.6 14.5  13.0 14.9  13.4

 15.0  12.7 16.3  14.0 15.4  13.1 16.7  14.4 17.2  14.8

 16.2  13.2 17.5  14.5 16.7  13.7 17.9  14.9 18.4  15.4

 17.5  13.5 18.7  14.7 18.0  14.0 19.2  15.2 19.6  15.7

 18.2  13.6 19.4  14.8 18.7  14.1 19.8  15.2 20.3  15.7

 19.0  13.6 20.1  14.8 19.5  14.1 20.6  15.2 21.1  15.7

 13.2  12.1 14.5  13.4 13.7  12.6 14.9  13.8 15.4  14.3

 15.7  13.8 16.9  14.9 16.2  14.3 17.3  15.4 17.8  15.9

 17.2  14.5 18.2  15.5 17.7  15.0 18.7  16.0 19.2  16.5

 18.7  15.0 19.6  15.9 19.2  15.5 20.1  16.4 20.7  17.0

 19.5  15.1 20.4  16.0 20.1  15.7 20.9  16.5 21.5  17.1

 20.5  15.2 21.2  16.0 21.0  15.7 21.8  16.5 22.4  17.1

 17.4  15.2 18.3  16.0 18.0  15.7 18.8  16.6 19.4  17.2

 19.2  16.0 19.9  16.7 19.8  16.5 20.5  17.3 21.2  17.9

 20.3  16.2 20.9  16.9 20.9  16.8 21.5  17.5 22.2  18.1

 21.5  16.4 22.0  17.0 22.1  17.1 22.6  17.6 23.3  18.3

 17.4  15.4 18.2  16.2 18.0  16.0 18.8  16.7 19.4  17.4

 19.3  16.3 20.0  17.0 19.9  16.9 20.5  17.6 21.2  18.2

 20.4  16.8 21.0  17.3 21.1  17.4 21.6  17.9 22.3  18.6

Variations with the observer position at spacings:

S = 1.0H + 0.1 / - 0.1 + 0.1 / - 0.2

    1.5H + 0.2 / - 0.3 + 0.2 / - 0.3

    2.0H + 0.2 / - 0.3 + 0.1 / - 0.4

CIE Pub.117,  3305 lm Total Lamp Luminous Flux Correct (8log(F/F0) = 4.2)

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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UTILIZATION FACTORS TABLE

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

REFLECTANCE

Ceiling

Walls

Working plane

0.8

0.7

0.2

0.8

0.5

0.2

0.8

0.3

0.2

0.7

0.7

0.2

0.7

0.5

0.2

0.7

0.3

0.2

0.5

0.7

0.2

0.5

0.5

0.2

0.5

0.3

0.2

0

0

0

ROOM INDEX UTILIZATION FACTORS(PERCENT)  k(RI) x RCR = 5

k = 0.60 52 40 33 51 39 32 49 39 32 25

0.80 61 49 41 60 48 41 58 47 40 33

1.00 69 57 49 68 56 49 65 57 48 40

1.25 76 64 56 74 63 56 71 61 55 46

1.50 81 70 62 79 69 61 75 66 60 51

2.00 88 78 71 86 77 70 81 74 67 58

2.50 93 83 76 90 81 75 85 78 72 61

3.00 96 88 81 93 86 80 88 82 76 65

4.00 101 94 88 98 91 86 92 86 82 70

5.00 103 97 92 100 95 90 94 90 86 73

ROOM INDEX UF(total) Direct

According to DIN EN 13032-2 2004 SHRNOM = 1.25Suspended

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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ISOCANDELA DIAGRAM

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

-90
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-30
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0
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80
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90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

Imax:916.8(H1.0,V0.0)

 (At:C=0.0,Gamma=1.0)

UNIT: cd

10% 91.68
20% 183.4
30% 275.0
40% 366.7
50% 458.4
60% 550.1
70% 641.8
80% 733.5
90% 825.1

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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AAI Figure

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

1m 359.33cm211.3,916.7lx

2m 718.66cm52.83,229.2lx

3m 1077.99cm23.48,101.9lx

4m 1437.32cm13.21,57.29lx

5m 1796.65cm8.453,36.67lx

6m 2155.97cm5.870,25.46lx

7m 2515.30cm4.313,18.71lx

8m 2874.63cm3.302,14.32lx

9m 3233.96cm2.609,11.32lx

10m 3593.29cm2.113,9.167lx

Height Eavg,Emax DiameterAngle:121.80deg

Flux out:2161 lm

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve

-25 -20 -15 -10 -5 0 5 10 15 20 25

Distance(m)

0

0.95

1.9

2.85

3.8

4.75

5.7

6.65

7.6

8.55

9.5
E(lx) MH = 10 m

C0/180

C90/270

C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 10 Of 10

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: Triproof Light TP S2 Serie 30 Watt 1200mm

SPEC.:

MFR.: EVERFINE

DIM.: 

SUR.:21cm*16cm

TYPE:TP-S2-030_NW/W

SERIAL No.:

Shielding Angle:

Test:U:230.4V I:0.1348A P:30.46W PF:0.9806 Freq:50.00Hz  Lamp Flux:3304.84x1 lm

 (DEG)γ

C(DEG)

  Table--1 UNIT: cd

0

0 917

5 914

10 905

15 889

20 868

25 842

30 810

35 773

40 733

45 689

50 642

55 592

60 540

65 486

70 432

75 378

80 326

85 277

90 237

95 204

100 176

105 150

110 126

115 104

120 84.6

125 67.6

130 52.8

135 40.2

140 29.9

145 21.6

150 15.5

155 11.4

160 9.18

165 8.41

170 8.41

175 8.52

180 8.83

22.5

914

912

902

886

863

834

800

761

718

672

622

570

516

460

403

348

294

246

206

177

150

127

105

86.0
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C Range:  0 - 360DEG
C Interval: 22.5DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG
γ
γ

Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.500m [K=1.0000]Operators:DAMIN
Test Date:15 July 2016 Remarks:




